
Somfy RTS Motor Programming Instructions 
Motor Programming Instructions have been rewritten by http://www.AVOutlet.com 

 
Please Read and Follow These Instructions. 

 
Please use the motor programming instructions provided here. The remote 
control instructions can be used for reference and they are not as accurate as 
these programming instructions. Copies of the Somfy instructions are also 
provided for your reference. 
 
Please read installation instructions and programming instructions completely prior to 
proceeding with installation and programming. Failure to do so can result in damage to 
the motor and or the shade. 
 
Be prepared to stop the shade during programming. The programming step where you 
set the first stop limit (upper or lower whichever you do first) will activate the motor to 
move without stopping on its own. You will need to stop the motor at the next stop limit 
using the remote as indicated or the shade and motor can get damaged. 
 
If you have any questions regarding programming or installation please call AV Outlet at 
1-877-271-5398 
 
The motors MUST be installed in the tube and the assembly must be mounted into 
brackets to be able to program the motor. 
 
Only apply power to the motor being programmed regardless if the other motors have 
been programmed or not. This will prevent inadvertent interaction with other motors. 
 
We recommend mapping out the installation before proceeding. This will reduce set-up 
time and make life easier. Decide the channels and or additional remotes to be assigned 
to each shade in the installation. Each shade should be completely programmed before 
moving to the next. Have the necessary remotes and controls ready prior to proceeding. 
 
All motors assigned to the SAME Channel of a multi-channel RTS remote will operate at 
the same time. All motor assigned to a Single Channel RTS remote will always operate 
at the same time. If you want individual control you must use separate channels on 
multi-channel remotes or separate remotes if using a single channel remote. 
 
The remote controls are generally considered to be dummy devices as they do not store 
any motor information or programming information. The motors are the intelligent 
devices. The motors store the shade operation limits in their memory and the motors 
also memorize the specific remotes or channels assigned to control them. Each motor 
can have many remotes or channels controlling them so installation and control is quite 
flexible. 
 
Note: The Telis 4 Remote Control is a 5 Channel Remote control. The 5th channel is all 
lights on. The 5th channel by default is not a group channel. This channel is not 
automatically assigned and must be programmed.  
 

 
 



 
Please read the previous page before proceeding. 

 
Step 1 - Assign a RTS Channel to the Remote 
1-A) Select the RTS Remote Control and Channel you want to use. 
 
1-B) Press and hold both the UP and DOWN buttons simultaneously until the motor jogs, 
then release. (A jog is a short up and down movement of the motor) 
 
 
Step 2 - Check Motor Direction and Change if Necessary 
2-A) Check the direction of operation (the motor will operate in momentary fashion). 
Confirm that the UP button brings the shade UP and DOWN brings the shade DOWN. 
 
2-B) Changing the direction (If needed), press the STOP or MY button for more than 5 
seconds until the motor jogs, then release. Re-Check the direction. 
 
 
Step 3 - Set Lower and Upper Shade Limits 
3-A) Move the shade to the desired lower limit position using the remote control 
directional control buttons on the remote control. The shade will only move when the 
button is being pressed. 
 
3-B) Press both the STOP or MY and UP buttons simultaneously until the motor begins 
to move up, then release. Be prepared to stop the shade manually using the STOP or 
MY button. Stop the shade and adjust to your desired upper limit position. 
 
3-C) Press both the STOP or MY and DOWN buttons simultaneously until the motor 
begins to move Down, then release. The shade will move down to the already set lower 
limit position and will stop on its own. 
 
Step 4 - Store the Limits in the Motor Memory 
4-A) Press the STOP or MY button for 5 seconds until the motor jogs. The limits are now 
recorded. The shade will NOT move in an automatically move to a limit with one button 
press yet!! Perform the next step. 
 
 
Step 5 - Exit and Save Initial Programming 
5-A) Press the program button on the remote control for app. 3 seconds until the motor 
jogs once. This jog is usually a long jog. The program button is typically on the backside 
of a hand held remote control or front of a wireless wall switch. A paperclip will be 
needed to press the program button. Note: These program buttons do not need to be 
pressed hard. If you are having difficulty pressing the button please use a larger 
diameter paperclip. 
 
You can now use the shade if no additional remotes are to be assigned to the motor or if 
you are not going to set an intermediate MY customer preferred position. With one 
momentary button press of the remote control button the shade should move the 
programmed limit.  

 
 
 



Optional Programming Tasks 
These procedures can be done at any time but we do recommend performing all desired 
additional tasks before moving onto the next shade. All shades not being programmed 
should have the power disconnected. 
 
Set the Customer Preferred MY Intermediate Position 
1) Using the remote position the shade to the location you would like as your 
intermediate customer preferred position 
 
2) Press the STOP button for app. 3 seconds until the motor jogs, then release. 
Note: Simply repeat these steps if you want to changed the intermediate position to a 
new position even if one has already been programmed. 
 
Add a Remote or Channel to Control the Same Shade (If Desired) 
1) To ADD another remote control or another RTS channel to the motor memory, press 
the programming button on the previously recorded remote control until the motor jogs. 
 
2) Select the new remote or RTS channel to add to the motor memory and press its 
programming button until it jogs, then release. 
 
Delete a Remote or Channel from the Motor Memory 
1) To DELETE a remote control or channel, press the programming button of a 
previously recorded channel or remote until the motor jogs. (This remote or Channel is 
the one to keep) 
 
2) Select the remote or channel to delete and press its programming button until the 
shade jogs, then release. 
 
Adjusting the Lower Limit 
1) Move the shade to its current lower limit position and let it stop. 
 
2) Press the UP and DOWN buttons simultaneously until the motor jogs, then release. 
 
3) Adjust to a new lower limit position. Press and hold STOP button until the motor jogs, 
then release.  
 
Adjusting the Upper Limit 
1) Move the shade to its current upper limit position and let it stop. 
 
2) Press the UP and DOWN buttons simultaneously until the motor jogs, then release. 
 
3) Adjust to a new upper limit position. Press and hold STOP button until the motor jogs, 
then release. 

 
 
 
 
 
 
 

 



Resetting and Clearing the Motor Memory 
 
Note: Some motors will not respond to the reset procedure if they have not 
already been completely programmed. If you are stuck in a programming step 
and the motor is not resetting simply unplug the motor for 2 minutes and then 
start programming from the beginning.  
 
R28 Motor - Resetting and Clearing the motor memory 
Press the program button on the Motor until the shade jogs 3 times while continuously 
pressing the button. If you only get one 2 jogs and then let go of the button you will have 
to start over and get 3 jogs consecutively. There will be a pause between jogs so please 
be patient. The program button is in a hole located next to the power connection and 
antenna. A paperclip will be needed to press the program button. 
Note: These program buttons do not need to be pressed hard. If you are having difficulty 
pressing the button please use a larger diameter paperclip. The reset procedure on this 
motor does not work unless it has been completely programmed. 
 
 
LT30 Motor - Resetting and Clearing the motor memory 
 Press the program button on the Motor until the shade jogs 3 times while continuously 
pressing the button. If you only get one 2 jogs and then let go of the button you will have 
to start over and get 3 jogs consecutively. There will be a pause between jogs so please 
be patient. The button is in a hole located next to the power connection and antenna. A 
paperclip will be needed to press the program button. 
Note: These program buttons do not need to be pressed hard. If you are having difficulty 
pressing the button please use a larger diameter paperclip.  
 
 
ST30 Motor - Resetting and Clearing the motor memory 
Press the program button on the Motor until the shade jogs 3 times while continuously 
pressing the button. If you only get one 2 jogs and then let go of the button you will have 
to start over and get 3 jogs consecutively. There will be a pause between jogs so please 
be patient. The Sonesse 30 has two holes with recessed buttons. The White hole has 
the program button and the yellow is for manually activating the shade to move. 
Note: These program buttons do not need to be pressed hard. If you are having difficulty 
pressing the button please use a larger diameter paperclip.  
 
 
ST40 & ST50 Motors Resetting and Clearing the Motor 
This reset procedure is finicky. Several attempts may be required. 
1) Disconnect power for 2 seconds. 
2) Connect power for 5 seconds. 
Note: Somfy recommends 10-15 seconds but we found 5 seconds to work better. 
3) Disconnect power for 2 Seconds 
4) Connect power and then leave it on. The motor will rotate in one direction if the shade 
is between limits or will jog if at one of the programmed stops. 
4) Press and hold the programming button (App. 10 sec) on any RTS remote until the 
shade jogs twice. There will be a pause between the jogs. Do not release the program 
button until the second jog is complete. (The remote used does not have to be the one 
already programmed to the shade) The motor is now ready for programming from the 
beginning. 
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Por la presente, Somfy declara que el producto cumple con los requisitos básicos y 
demás disposiciones de la directiva 1999/5/CE. Podrá encontrar una declaración 
de conformidad en la página web www.somfy.com/ce. Aplicable para la UE, Suiza y 
Noruega. Fotos no contractuales.

ES

EN
Somfy hereby declares that this product conforms to the essential requirements and 
other relevant provisions of Directive 1999/5/CE. A Declaration of Conformity is avai-
lable at www.somfy.com/ce. Usable in EU, CH and NO. Images are not contractually 
binding.

FR
Par la présente, Somfy déclare que l’appareil est conforme aux exigences essentielles 
et aux autresdispositions pertinentes de la directive 1999/5/CE. Une déclaration de 
conformité est mise à disposition à l’adresse internet www.somfy.com/ce. Utilisable en 
UE, CH et NO. Images non contractuelles.

IT
Somfy dichiara che il dispositivo è conforme ai requisiti essenziali e alle altre dispo-
sizioni pertinenti della direttiva 1999/5/CE. Una dichiarazione di conformità è disponi-
bile all’indirizzo Internet www.somfy.com/ ce. Utilizzabile in UE, CH e NO. Le immagini 
hanno uno scopo puramente indicativo.

Pelo presente documento, a Somfy declara que o aparelho está conforme às exigências 
fundamentais e às outras disposições pertinentes da directiva 1999/5/CE. Uma 
Declaração de Conformidade encontra-se disponível na Internet, em www.somfy.com/
ce. Utilizável na UE, Suíça e Noruega. Imagens não contratuais.

PT

Με το παρόν έγγραφο, η Somfy δηλώνει ότι η συσκευή συμμορφώνεται με τις ουσιώδεις 
απαιτήσεις και τις λοιπές σχετικές διατάξεις της οδηγίας 1999/5/ ΕΕ. Μια δήλωση 
συμμόρφωσης διατίθεται στην ιστοσελίδα www.somfy.com/ce. Μπορεί να χρησιμοποιηθεί 
στην ΕΕ, την Ελβετία και τη Νορβηγία. Οι εικόνες δεν αποτελούν τμήμα της σύμβασης.
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1. INTROdUCTION
The Roll Up 28 RTS is a motor specially dedicated to interior applications.
The Roll Up 28 RTS can motorize roller blinds, silhouette blinds and roman shades.
The Roll Up 28 RTS is a battery operated motor, powered with lithium primary batteries 
or NiMH batteries with solar pack. The motor can also be powered by a power supply.
Warning : The Roll Up 28 RTS is compatible only with the «Sunis Indoor WireFreeTM 
RTS» sensor. 
Warning : The Roll Up 28 RTS cannot be used with sealed double glazing. 
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2. SAFETY
2.1. Safety and responsibility 
• This Somfy product must be installed by a professional motorisation and home 

automation installer, for whom these instructions are intended.
• Before installation, check that this product is compatible with the associated equip-

ment and accessories.
• These instructions describe how to install, commission and use this product.
• Moreover, the installer must comply with current standards and legislation in the 

country in which the product is being installed, and inform his customers of the ope-
rating and maintenance conditions for the product.

• Any use outside the sphere of application specified by Somfy is not approved. Such 
use, or any failure to comply with the instructions given herein will invalidate the war-
ranty, and Somfy refuses to accept liability.

Subject to technical modifications.

To avoid damaging the product:
1) Never immerse it in liquid!
2) Avoid impacts!
3) Never drill holes in it! 

4) Do not drop it!

1

3

2

4

2.2. Specific safety advice      

In addition to the safety instructions described in this guide, be sure to also 
observe the instructions set out in the attached document «Safety instructions 
to follow and keep».

Damaged electric products and batteries should not be disposed of with normal 
household waste. Make sure to drop them in specially provided containers or 
at an authorized organization that will ensure they are recycled. 
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1) Fit the crown (a) and drive wheel (b) 
to the motor.
2) Measure the length (L) between the 
end of the drive wheel and the head 
end.

Cut the tube to the required length.
Deburr the tube and remove the debris.

  

1) Slide the motor into the tube.
Insert the wheel by aligning the wheel 
to the tube profile. Insert the motor half 
way and then slide the crown down the 
motor and insert it in the tube. Finally, 
push the motor inside the tube.

2) Not required, but if needed, fix the 
tube to the motor with self-tapping 
screws or steel pop rivets depending on 
the dimension (L).

3. INSTALLATION
3.1. Motor preparation

3.2. Tube preparation

3.3. Motor/tube assembly

L

1

2

a b

L

1

2
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a) Standard bracket
b) Motor plate for specific bracket

For optimal radio reception, 
the motor antenna should be 
kept straight and should be 
positioned outside of headrail 
(if used). 

3.4. Mounting the motorized tube on the brackets

a b

Plug the battery with the motor supply 
cable.

Warning: Do not unplug the 
battery when the motor works. 

4. WIRING

5. COMMISSIONING
5.1. Programming the RTS transmitter
Press the UP and DOWN buttons 
simultaneously on the RTS transmitter:
the shade jogs and the control point is 
preprogrammed in the motor
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5.2. Checking the rotation direction

Press the RTS transmitter UP button:

a) If the shade raises (a), the rotation 
direction is correct: move to the section 
entitled 5.3 «Adjusting the end limits».
b) If the shade is lowers (b), the rotation 
direction is incorrect: move to the next step. 

b1) Press the RTS transmitter MY 
button until the shade jogs: the rotation 
direction has been modified.
b2) Press the RTS transmitter UP button 
to check the rotation direction.

The end limits can be set in any order.

1)Press and hold the UP button to move the 
shade to the desired position. If necessary 
adjust the Up position, using the UP or 
DOWN buttons.
2)Press the MY and DOWN buttons 
simultaneously and release them once the 
shade begins to move. 
The up limit is memorized.
3)Press the MY button when the shade 
reaches the desired Down position.
If necessary adjust the down position, using 
the UP or DOWN buttons.
4)Press the MY and UP buttons 
simultaneously and release them when the 
shade begins to move.
The Down limit is memorized. The shade 
moves up and will stop at its upper limit. 
5)To confirm the end limits, press and hold 
the MY button until the shade jogs.The end 
limits are recorded.

5.3. Adjusting the end limits

1 2

3 4

5

a

b

=

=

b2b1
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5.4. Recording the RTS transmitter

After recording the end limits:
Briefly press the programming button on 
the back of the transmitter. The shade jogs. 
The transmitter is recorded. 

If desired, to set the MY position, move the 
shade to the desired position with the UP 
or DOWN button then press the MY button 
until the shade jogs.

PROG.

5.5. Favorite position: MY position / Recording MY position

6. OPERATION

1)Move the shade away from the end limits. 

2)Simultaneously press the UP and DOWN 
buttons until the shade jogs.

3)Press and hold the MY and DOWN 
buttons simultaneously until the shade jogs 
to change from Roller mode to Tilting mode.

6.1. Mode selection: Roller or Tilting mode
The Roll Up 28 RTS is designed to work in 2 modes: Tilting mode or Roller mode.
This feature allows the Roll Up 28 RTS to be set according to the type of blind you are 
working with.
The Roll Up 28 RTS is set by default to work in Roller mode. 

1

2 3
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1) To move the shade from a limit to the 
other limit, press briefly the UP or DOWN 
button.

2) To stop the shade, press the MY button.

3) If a MY position is recorded,To move the 
shade to this MY position, press briefly the 
MY button.

6.2. Up, Down, My: In roller mode

1

2

3

1) To move the shade from a limit to the 
other limit, briefly press (less than 0,5s) the 
UP or DOWN button.

2) To stop the shade, press the MY button.

3) If a MY position is recorded,To move the 
shade to this MY position, press briefly the 
MY button. 
The shade first goes to the down end limit, 
then to the MY position.

4) To tilt the slats, press and hold the UP 
or DOWN button or use the scroll of the 
remote control, until the slats reach the 
desired position. 

6.3. Up, Down, My: In Tilting mode

1

2

3

4
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7. AddITIONAL SETTING

1) Changing the MY position
To change the MY position, go to the 
new desired MY position with the UP and 
DOWN buttons then press the MY button 
until the shade jogs.

2) Deleting the MY position
To delete the MY position, press the MY 
button to move to this position and press 
the MY button until the shade jogs.

1

2

7.1. Favorite position: MY position

Readjusting the upper end limit
1) Press the UP button, to move the shade 
to the upper end limit.
2) Press and hold the UP and DOWN 
buttons simultaneously until the shade jogs.
3) Press and hold the UP or DOWN button 
to move the shade to the new desired 
position.
4) To confirm the new limit press and hold 
the MY button until the shade jogs. 

Readjusting the lower end limit
1) Press the DOWN button to move the 
shade to the lower end limit.
2) Press and hold the UP and DOWN 
buttons simultaneously until the shade jogs.
3) Press and hold the UP or DOWN button 
to move the shade to the new desired 
position.
4) To confirm the new limit press and hold 
the MY button until the shade jogs. 

1 2

3 4

1 2

3 4

7.2. End limit readjustment
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1) To decrease the tilting speed, press and 
hold the MY and DOWN buttons simulta-
neously until the shade jogs. Repeat as 
needed. If the shade does not jog, then the 
minimum setting has been reached. 

2) To increase the tilting speed, press and 
hold the STOP and UP buttons simulta-
neously until the shade jogs.  Repeat as 
needed. If the shade does not jog, then the 
maximum setting has been reached.

1) Move the shade away from the end 
limits.
2) Press the UP and DOWN buttons 
simultaneously until the shade jogs.
3) Press the MY button until the shade jogs 
to reverse the rotation direction.
4) Press the UP button to check the new 
rotation direction.
The motor rotation direction is reversed.

1) Move the shade away from the end 
limits.

2) Press the UP and DOWN buttons 
simultaneously, until the shade makes an 
Up and Down movement.

3) Press the UP, MY and DOWN buttons 
simultaneously, until the shade jogs, to 
reverse the wheel rotation direction.

7.3. Adjusting the tilting speed

1

2

7.4. Modifying the motor rotation direction

1 2

3 4

7.5. Modifying the wheel rotation direction

1

2 3
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Find an RTS transmitter (A) programmed in 
the motor.
Press and hold the RTS programmed trans-
mitter (A) PROG button or the motor PROG 
button until the shade jogs: the motor is in 
programming mode.
Quickly press the RTS transmitter(B) 
PROG button to add or delete: the shade 
jogs and the RTS transmitter
is programmed or deleted from the motor.

To delete all the programmed transmitters, 
press and hold the motor PROG button 
until the shade jogs twice.
All the transmitters are deleted.

To reset the motor, press and hold the 
PROG button on the motor head until the 
shade jogs 3 times.
All the settings are erased.

7.8. Erasing the memory of the motor

x2   

x3   

7.6. Adding/deleting RTS transmitter

7.7. Erasing the transmitters from the memory

x2   

x3   

A BA A AB B

PROG.
A

PROG.
B
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8. TIPS ANd RECOMMENdATIONS
The motor doesn’t work:
Verify: 
• The wiring of the motor. 
• Batteries are not depleted.
• The compatibility of the control.
• The heat generated (wait for the cooling of the motor).
• If using battery tube, make sure the batteries are installed with the correct polarity.

The equipment stops too soon:
Verify:
• The operation of end-limits during the motor rotation.
• The end-limits of the motor are properly adjusted.
• That the shade is within the recommended weight limit.

If the motor stops operating normally, the battery voltage may be too low. Replace 
batteries.

9. TEChNICAL dATA
Power supply 12 Vdc

Radio frequency 433,42 MHz 

Torque 1.1 Nm

Up speed 30 rpm

Down speed 80 rpm

Electrical insulation II

Minimum distance between two end-limit 1 turn

Maximum distance between two end-limit 180 turns

Maximum running time 6 min

Operating temperature 0°C to + 60°C 

Protection rating IP 20 (For indoor use only)

Maximum number of associated control 12
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Somfy
50 Avenue du Nouveau Monde
BP 152 - 74307 Cluses Cedex
France
T +33 (0)4 50 96 70 00
F +33 (0)4 50 96 71 89

Somfy Worldwide
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Tel: +55 11 (0) 4737-
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Tel: +61 (2) 8845 7200 
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Tel: +43 (0) 662 / 62 
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Tel: +55 11 3695 3585

Canada:  
Somfy ULC 
Tel: +1 (0) 905 564 
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Tel: +45 65 32 57 93
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Somfy Export 
Tel: + 33 (0)4 50 96 
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75 53

Finland:  
Somfy Nordic AB 
Finland 
Tel: +358 (0)9 57 
130 230 
Fax: +358 (0)9 57 
130 231

France :  
Somfy France 
Tel. : +33 (0) 820 
374 374

Germany: 
Somfy GmbH 
Tel: +49 (0) 7472 
930 0

Greece: 
SOMFY HELLAS S.A. 
Tel: +30 210 6146768

Hong Kong: 
Somfy Co. Ltd 
Tel: +852 (0) 2523 
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Hungary : 
Somfy Kft 
Tel: +36 1814 5120
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Somfy India PVT Ltd 
Tel : +(91) 11 4165 
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Indonesia: 
Somfy Jakarta 
Tel: +(62) 21 719 3620

Italy:  
Somfy Italia s.r.l 
Tel: +39-024847181
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SOMFY KK 
Tel: +81 (0)45 481 
6800

Jordan:  
Somfy Jordan 
Tel: +962-6-5821615

Kingdom of Saudi 
Arabia: 
Somfy Saoudi 
Riyadh : 
Tel: +966 1 47 23 020 
Tel: +966 1 47 23 203 
Jeddah : 
Tel: +966 2 69 83 353

Kuwait:  
Somfy Kuwait 
Tel: +965 4348906

Lebanon: 
Somfy Lebanon 
Tel: +961 (0) 1 
391 224

Malaisia: 
Somfy Malaisia 
Tel:+60 (0) 3 228 
74743

Mexico: 
Somfy Mexico SA 
de CV  
Tel: 52 (55) 4777 7770

Morocco: 
Somfy Maroc 
Tel: +212-22443500

Netherlands: 
Somfy BV 
Tel: +31 (0) 23 55 
44 900

Norway: 
Somfy Nordic Norge 
Tel: +47 41 57 66 39

Poland: 
Somfy SP Z.O.O. 
Tel:  +48 (22) 50 
95 300

Portugal: 
Somfy Portugal 
Tel.  +351 229 
396 840

Romania: 
Somfy SRL 
Tel.: +40 - (0)368 - 
444 081

Russia: 
Somfy LLC.  
Tel: +7 495 781 47 72

Singapore: 
Somfy PTE Ltd 
Tel: +65 (0) 6383 3855

Slovak republic: 
Somfy, spol. s r.o. 
Tel: +421 337 718 638 
Tel: +421 905 455 259

South Korea: 
Somfy JOO 
Tel: +82 (0) 2594 4331

Spain: 
Somfy Espana SA 
Tel: +34 (0) 934 
800 900

Sweden: 
Somfy Nordic AB 
Tel: +46 (0)40 16 
59 00

Switzerland: Somfy 
A.G. -  
Tel: +41 (0) 44 838 
40 30

Syria: Somfy Syria 
Tel: +963-9-55580700

Taïwan: 
Somfy Development 
and Taiwan Branch 
Tel: +886 (0) 2 8509 
8934

Thailand: 
Bangkok Regional 
Office 
Tel: +66 (0) 2714 3170

Tunisia: 
Somfy Tunisia 
Tel: +216-98303603

Turkey: 
Somfy TurkeyMah.,  
Tel: +90 (0) 216 651 
30 15

United Arab Emirates: 
Somfy Gulf Jebel Ali 
Free Zone 
Tel: +971 (0) 4 88 
32 808

United Kingdom:  
Somfy Limited 
Tel: +44 (0) 113 391 
3030

United States: 
Somfy Systems 
Tel: +1 (0) 609 395 
1300
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